
Aralco Window Ventilators From Alu -Plus  

A seamless method of construction of airtight windows is 
intended to avoid unnecessary heat loss, but this can result in 
the vital exchange of air through ventilation not always being 
guaranteed. Inadequate ventilation may create unhygienic 
living conditions such as a build-up of carbon dioxide, 
condensation, odours from the building, materials and people, 
and so on. 

By focusing on aesthetically pleasing designs, acoustic and 
energy-saving aspects, Aralco NVS and ALU+ have developed 
a range of natural ventilation products for the European market. 
The range consists of ventilation systems that are fitted to the 
frame, or glazed-in. 

The range of products can be supplied pre-assembled, in a 
range of colours and sizes. 

Some products can also be supplied in bar length format, to 
allow easy installation by the end user. 

The Aralco Range of window Ventilation Units  
Available From Alu -Plus  



Thermally broken aluminium glazed-in flap ventilator 
completely flush and specifically designed for sliding 
windows in PVC-U, timber or aluminium 
The inner profile is punched and acts as an insect mesh. 
Perfect wind and water tightness due to the co-extruded 
flap. 
The vent can be built in 3 different ways 
  
Technical information, drawings and specifications are 
available upon request from Alu-Plus or can be 
downloaded from www.aralco.be 
 
Test reports are also available upon request 

Aralco FlatAir Trickle Vent  



Dimensions  Upper 
Glazing 

Bottom 
Glazing 

Transom 
Glazing 

Glass Reduction  90 mm 100 mm   

Built -In Height  105 mm 115 mm 96 mm 

Glazing Thickness  20 / 24 mm 20 / 24 mm 20 mm 

Rebate Size  17 mm / 17 mm 

Finishes    

Control  Lever, Rod or Cord 

End Caps  Black or White or Cream 

Finishes  
F1 Silver Anodised 
All RAL Colours (Also Twin Colour) 

Performance    

Airflow at 1 Pa in dm
3
 / s.m  10.84 

Airflow at 2 Pa in dm
3
 / h.m  55 

Equivalent Area in mm
2
 / m 13767 

Free Air Performance in mm
2
 17000 

Sound Absorption D ne,A in dB(A)  27.3 

Air Sound Insulation Rq.A in dB(A)  -2 

Heat Conduction Coefficient  U = 3.62 W/m
2
.K, Temperature Factor (f) = 0.44 

Wind and Water Tightness  Up to 350 Pa 

Rigidity and Strength  Highest Class 

Bearing Power with Bottom Glazing  700kg / m 

Technical Specifications  

Aralco FlatAir Trickle Vent  



Aralco GlazAir Trickle Vent  

Aluminium glazed-in ventilator suitable for PVC-u, timber or 
aluminium windows 

The canopy style external profile is punched and forms an 
insect mesh. Perfect wind and water tightness 

The GlazAir is available in 3 versions: 

¶ Controllable:  A Graded operating mechanism 
provides control of air 

 

¶ Trickle vent:  In accordance with the building 
regulations, the airflow can be adjusted manually but the 
ventilator can not be closed completely 

 

¶ Permanent:  In accordance with the building 
regulations for fuel burning appliances, any form of 
control mechanism has been prohibited 

 
Technical information, drawings and specifications are 
available upon request or can be downloaded from 
www.aralco.be 

Test reports are available upon request 



Aralco GlazAir Trickle Vent  

Dimensions  Upper 
Glazing  

Transom 
Glazing 

Glass Reduction  45 mm    

Built -In Height  60 mm  85 mm 

Glazing Thickness  20, 24 and 28 mm  20 mm 

Rebate Size  19 mm  19 mm 

Sight Line  40mm  

Finishes    

Control  Lever, Rod or Cord 

End Caps  Black or White 

Finishes  
F1 Silver Anodised 
All RAL Colours (Also Twin Colour) 

Performance    

Airflow at 1 Pa in dm
3
 / s.m  8.2 

Airflow at 2 Pa in dm
3
 / h.m  41.4 

Equivalent Area in mm
2
 / m 10414 

Free Air Performance in mm
2
 11237 

Wind and Water Tightness  Up to 600 Pa 

Technical Specifications  


